XINGLIGHT

Part No. : XL-324SURUGW

XL-324SURUGW H?Rﬁﬁi Technical Data Sheet

F3{IRFISHITRZIR

%5 (characteristic) :

* ARG (L/W/HD :F3/3.8%3.0*5.3*28mm
Appearance dimension (L/W/H): F3/3.8%3.0*5.3*28mm

* FOCHUE KR R AL R A R A
Luminous color and colloid: high brightness red and green /vaporific colloid
* R, FFAROHSEER

Environmental protection products meet ROHS requirements
* JUURIMESES (MSL) <24

Moisture sensitivity level (MSL) : 2 levels

* EIAREARHER 3

EIA standard packaging

* A A

Long operating life

* BRARYES A

Reduced maintenance costs

* mAeR. BBk

High energy efficiency, fast startup

OB (392 S5 = B v
Low voltage DC drive

M AR (product application) :
* RN

Backlight module application;

* R AR

Automotive Interior Applications;
R ER=EEEN VA

Signal indication application;

* FRESR N

Smart Home Applications ;

* R TR

General lighting applications

A S
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Part No. : XL-324SURUGW

Electrical Characteristics

% BRZ% (Absolute Maximum Ratings) (Ta=25°C)

5 a0 Re ¥y
Ui H 2% Parameter
Symbol R G Unit
B KIN#E (Max Power Dissipation) PD 50 70 mW
B K IE ] L
(Max Continuous Forward Current) I 20 20 mA
B Rk B9 (Peak Forward Current) IFP 80 80 mA
TAE¥t% (Operating Temperature Range) TOPR -20 ~ +85° C T
f#AEILE (Storage Temperature Range) TSTR -40 ~ +85° C T
YRR R /1 1] ?ﬁm%fﬁ(lgeflow 1soldles“.ing)): 24000 C, =6s
(Lead Soldering Temperature/Time) 1501 Tz fanua: we ing : 3000 €, 3s
PR B AR BB AE2. Omm A _E

Y Z2¥ (Initial Electrical Optical Characteristics) (Ta=25°C)
by I3
A SH RS | BE || R | Rkl | we | R
Parameter Symbol color Min. Typ. Max. Unit -
conditions
= R 1.8 / 2.4
. iﬂ??%5 ) VF v TF=20mA
orward Voltage G 2.8 / 3.4
SN R 300 / 900
(Lumi Zij{é?ﬁ{ ) Iv mcd 1F=20mA
uminous lIntensity G 700 / 2500
o 1 R 615 / 635
o hEK rd nm 1F=20mA
(Dominant Wave Length) G 515 / 535
I A 37 R / 625 /
FIEBAC A p nm 1F=20mA
(Peak Wave Length) G / 525 /
. 727‘6%}}{“ 201/2 R/G / 30 / deg 1F=20mA
(Viewing Angle)
525 R / / <10
, S 17 FLAR ) R LA VR=5V
Reverse Current G / / <10

Vo EERME10% HERZE 40, 1V,

Note: the light intensity error is 10%; The pressure drop error is =£0.1V;

+0.01 wavelength error *1 nm.

(X, V) AsAf 22 £0. 015 AWM ZE £+ 1nm.

(X,Y) coordinate deviation
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FBE 1
Brightness grading:

(1] B/ME BAE Bfr R %
Code Min Max Unit Test conditions
A4 300 400
AS 400 500
A6 500 700
A7 700 900 mcd [F=20mA
A8 900 1200
B2 1800 2100
B3 2100 2500
R H:
Voltage grading:
ARG B/ME BXE Bfr o %
Code Min Max Unit Test conditions
N12-7 1.8 2.0
N12-8 2.0 2.2
N12-9 2.2 24
\Y [F=20mA
N13-3 2.8 3.0
N13-4 3.0 3.2
N13-5 3.2 34
BKSH:
Wavelength grading:
R LIV Bk By B A
Code Min Max Unit Test conditions
HRO1 615 620
HRO2 620 625
HRO3 625 630
HRO04 630 635
HG02 515 520 o [F=20mA
HGO03 520 525
HGO04 525 530
HGO05 530 535
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Part No. : XL-324SURUGW

Typical Characteristics Curves
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Part No. : XL-324SURUGW

A SRR

Reliability Test Items And Conditions

£ " . MK IR, )1, B 18] ¥E XHEKE
WX A B Test item . . N )
Class Testing environment Testing time Qty Fail qty
A
LAz Ta=25°C +5°C, IF=20mA 1000hrs 22 PCS 0/1
Working life
R i R S
i At Hlghhitgehmpheufitduirtey ndl e 8545, Ri= 85—90% 1000hrs 22 PCS 0/1
Endurance experiment
test
i AT
High—temperature INEIE ETa= 85+5°C 1000hrs 22 PCS 0/1
storage
R A AT .
(1 = - +5
Low temperature W5 Taz ~40£5C 1000hrs 22 PCS 0/1
storage
‘/‘\#(‘/ S o + o, — _ o + o
R A 100(?_i3C . 40‘3_}3C 100 Circles 22 PCS 0/1
PR Cold and hot cycle 30mins Smins 30mins
Environmen
tal ‘/‘\#(‘\ o o, — _ o o
A 105°C £5C 45°C +5°C .
testing | Hot and cold impact 5mins 5mins 100 Circles 22 PGS 0/1
i 2 42 S 5
Resistance to PREET. sol= 250 + 5°C 2times 22 PCS 0/1
U Soldering Heat
Mechanical
R 57
Test el E P Load 2.5N(0.25kgf) 3times 22 PCS 0/1

Lead Integrity

0° 7 90° "0°
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AVIZAN ]

Outline Dimension
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%7¥ (Note):
B e AN I EX /S %/ S
Dimensions are in millimeters.
2. BRERHIARIESL, BT RS RV A %+ 0.50mm .

Tolerances unless mentioned are £+ 0.50mm.
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Part No. : XL-324SURUGW

Packaging

*RA

In Bags

*Br R DL R AR

Moisture Proof and Anti-Electrostatic Foil Bag

<& #REHBE Label Expantion

CPN: tS/#4(x LOT: HER/F%EEE

MPN: BE VF: BBERE
WL: EERRS IV: SEARE
ORIGIN: 7=t QTY: #&

PACKAQE: %

£

XINGLIGHT

— Light-emitting Diode —

[ LED Application Solutions Provider }

XINGLIGHT

CPN:44P250626CXG01

AN

MPN:XL-2345UYD-L

LOT:C250626-234YG

Packaqe:Lamp Led

I

Origin:CN

M

8]z ]

ig
i

QTY:1000

WL:HYGO02
IV:A2
VEF:N12-8
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FERERFER (1D

Precautions (1)

1. B APPLY

VELED W] ] T — S50l 1) i 7 ise &, Bl Ip s i, 815 e b5 RN, A LEDHIAE — S al SE It 2R B =
O, Wi asist, SR KRS, —E R SEHERIEZ BREAT .

This LED can be used in some ordinary electronic equipment, such as office equipment, communication equipment,
house decoration, if LED is used in some high reliability requirements, such as air transportation, traffic control and
medical liao equipment, must refer to the information provided by sales.

2. fif¢ Keep in storage

IAFLEDIREE, EEANEEIE30°C, MIXHEEABILIT0%,  HILEDAEF A B H AL =4 BT,
AR TR AE I 8], EVOBHE TR A, IR, BB R AR

Storage environment of LED with temperature not exceeding 30°C and relative humidity not exceeding 70%.1t is
recommended that LDE be used in the original box for no more than three months. If longer storage time is required, put
it in the drying box and add desiccant or filled with nitrogen.

3. JE¥E Clean

2 F AL S A DR AR I A Z5URE S /NGy, R B4k 2 it IR AR R A R SRR L i = 0. L BSE.
A R, R, INFAIE IR T A3 4.

Special care must be taken when cleaning colloids with chemicals, as some chemicals have damage to the colloidal
surface and cause fading such as trichloroethylene, propylene, ketone, etc.It can be wiped and soaked with ethanol for
no more than 3 minutes at room temperature.

4. S|IJHEE Feet assembly
(1) T B2 A A BT E .
It must be 2 mm from the colloid to bend the bracket.
(2) SCHBIE AL AT e B s dr b N\ BR 78 B
Support forming must be done with fixtures or by a professional.
(3D SCHRBUY Wb AL SR FE T 58 o
Support forming must be completed before welding.
(4) CHEROY 7 ORAIE S| BRI A PR 5 2R it b — 3
The pins and spacing are the same as on the circuit board.
(5) JEPAZRAE IR R E FHEAT, MLEDIE R M2 HBIPCBIR )5, IR &k fELED 5| AL it in iUk & 77 -
Welding must be performed at normal temperature and when LED is normally welded to the PCB plate, avoid applying

mechanical pressure at LED pins at a minimum.




XINGLIGHT Part No.: XL-324SURUGW

EREEFR (2)

Precautions (2)

5. /28 Weld
MR, DR AR 2mm UL N TR, TEIREERT, N IR ILEDRAK, TENEESE IS, ik
S AE 5| B _E Ak 778 E R B LED R A%

When welding, welding must be conducted below 2mm of colloid bottom. When welding, try to avoid soaking LED
colloid. After welding, avoid adding external force on the pin or shaking LED colloid.

300 TR U 5

250 Max: 240°C/6S

200

150

100

Temperature ('C)

Fluxing

50
30

Preheat

10 20 30 40 50 60 70 80 90 100 110 120

Time (ses)
6. I35\ Drive way
LEDRIHTIEAN 73, FHLEDNZ BUFERE, FUVCRITLHA, ERMILED, Abpn—FR¥EHEM, LARIELED
L.
In the current driving mode of LED, if LED is multiple in parallel, it is recommended to use line A and add a flow
limit resistance to each LED to ensure the consistent brightness of LED.

Circuit model A Circuit model B
p 4
o— P ——M
— O— —
e p
Q | I | | I |

7. B#HLFY? Electrostatic protection
AR SR T S S ST LED = A E, InGaN R A= A RGP s 2R E, Wi FE8TR:
A5 FH P A AR E AR ZCHBM<1000V ;- ML 28 HL A <100V .

High increase of static electricity and current will damage LED. Use antistatic devices such as protective belts and
gloves. Note: human discharge mode HBM <1000V; machine discharge mode <100V.
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ERERFER (3

Precautions (3)

4. FAhBm:

Others:

* B T 20 i AME 25 Qe M TR, n]Be b TEF AR R B0 s R R I B0 o o I R AT R
FLPRFEA B PR AN G 2, DRI 20068 7 b RO P2 0 R ) 2477 A T iR TR Bl 2 [ RUAR
UL L

*When handling the product, touching the encapsulant with bare hands will not only contaminate its surface, but

also affect on its optical characteristics. Excessive force to the encapsulant might result in catastrophic failure of
the LEDs due to die breakage or wire deformation. For this reason, please do not put excessive stress on LEDs,

especially when the LEDs are heated such as during Reflow Soldering.

l'—\—\__\_\_

[ v
S| &

*LED  [R3A M BB B0 A 55, T8 20 RAE . SREUIIIRE] L BRI R o LB BT SR B I e
B2 /N R
*The epoxy resin of encapsulant is fragile, so please avoid scratch or friction over the epoxy resin surface. While

handling the product with tweezers, do not hold by the epoxy resin, be careful.

5\ ﬁmﬁ#’:ﬁ%:
Safety Advice For Human Eyes
*LED RIS, 270 EALAOCGIER, Rt T—2usi s LED , 50 m] Reds 3 IR A AR -

*Viewing direct to the light emitting center ofthe LEDs, especially those of great Luminous Intensity, will cause

great hazard to human eyes. Please be careful.

MBI BN, AR ATER

If there are any modifications to the specification sheet, no further notice will be given




