XINGLIGHT Part No. :XL-ADZ757SRBC

XL_ADZ757SRBC ﬁ*ﬁﬁi Technical Data Sheet

757 ZL63ERBH R RS &

4% /5 (Characteristics) :

* HMRSE (L/W/HD 212, 7%17. 8%6. 3mm | 1

Outline Dimensions (L/W/H) :12.7+%17.8%6. 3mm .

* RGN/ TR : 2006/ B

Luminous color and colloid:Red/black B BN A2
*PEFEAR LIS . /NS T Bl A0

Lower working voltage and current

SR G S B A (<O. 1 ws), iR PR, Btk ay, i

Lighting answering Time <0.1 us, better high frequency, chromaticity

uniformity, high brightness.

ffARBUN, EER, Plrhditkfesr.  BEEL, BRI AONERS, fEttm

Smaller volume, lighter weight, better impact resistance, solid sealing, good

steady.

wApfn S, AR fE 5 /NP E

Long life for 50, 000 hours.

] RTINS %

Keep scaning and drivering every segment continuously.

* RPN RCR . A 9

M43 (Product application) :

* 55 F lB#% Household Electric Appliances;
* fEREEIT Health care;

* FEEFKE Smart Home;

* W4 Bluetooth audio;

* Tol3E# 403, Industrial control field;

* VX Z4{X3K automobile instrument:
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HESH

Electrical Characteristics

RBEZ=%1 (Ta=25°C) Absolute Maximum Rating (ta=25 ‘C)

T HZH Ciae) g I :
BAAT Unit
Parameter Symbol Value
BT
"R )ﬁ% . Pd 50 mw
(Max Power Dissipation )
= IE K
Eij( e IF 20 mA
(Max Continuous Forward Current)
SONTISL ELIENER/
SRBP UL II IFP 80 mA
(Peak Forward Current)
=]
I+
ROR R 7) FL s VR 5 v
(Max Reverse Voltage)

TAEEE

| LA TOPR 30 ~ +70°C °C

(Operating Temperature Range)
5 riE
i F TSTR 40 ~ +85°C °C
(Storage Temperature Range)
SRRERAT Tsol SR (reflow soldering) : 240°C, =3s
so
(Welding conditions) F3E (manual welding ) : 250°C, 3s

YEBE# (Ta=25°C) Optical-electrical parameter (ta=25 C)

1E It
FIRE VF 1.8 / 2.4 Vv IF=20mA
(Forward Voltage)
?,{7‘65’&}% . v / 720 / med IF=20mA
(Luminous Intensity)
FK
Ad 615 / 635 nm IF=20mA
Dominant Wave Length
[ESEMRIS
Ad - 625 - nm IF=20mA
Peak Wavelength
NAN :_-'_|s!,:—
:ng’“, AN / 20 / nm F=20mA
Half wave width
Y
. IR / / 10 LA VR=5V
(Reverse Current)
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9"%2}%@&%&%@5@@ 12.7mmx17.8mmx6.3mm

Figure Size & Circuit Principle Diagram : 12.7mmx17.8mmx6.3mm
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Pin sequence: viewed from the front of the digital tube, as shown in the figure
BT RS By mms RBRIE 1R 2530 Bl RO iR 2236 9 0. 25mm.

All dimensions in the figure are in millimeters; The size error range without marked error range
is £ 0. 25mm.
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BILE IR EFAF
I, FLRERE: <250°C; JREEH]1E):3s

Manual welding temperature:<250 °C; Welding time: 3 seconds
2. B WIRIETAGRE: 100°C (ANEIE 120°C, FHESFARD , EHEREE: 235-245°C (F4%
R, JRIERE: <3s
Preheating temperature for tin immersion and wave soldering: 100 °C (not exceeding 120 °C,
with stable heating), soldering temperature: 235-245 °C (search for optimal temperature), soldering
time:<3s
3. B LA ERAT, B RS R BT

Exceeding the above conditions leads to a sharp increase in digital tube failure

1 FH 2% A
Lo FEFE, HRIUR RS BUE R B/ R P L

When in use, the current and voltage must be correct; Add current limiting resistors to segments
and decimal points;
2. PSR TE B AN AEEAE R, JF RSN I ABERA, B2 FE
AL

The product should not be stored or used in corrosive gases, and should not be exposed to air for
too long, otherwise it may cause oxidation;

3. T BB R s b A A 2
All devices and instruments that come into contact with digital devices must be grounded
4. RMA RS BEN o, w] DL T RTHR T oK
Products with protective film on the surface can be peeled off before use
5. DRIPIEIE R, ANEH T Ak A B R
After removing the protective film, do not touch the surface of the digital tube with your hands
6. L. B MRIEAOCHIE: DU RIEIOHE R E
Voltage used: segment: according to the color of the light emission; Decimal point: determined by
the glowing color

7. AT BT 4-5mA A HLT 100mA

Current usage: Dynamic average current 4-5mA, peak current 100mA
8. With. FRERMh. OB e I R S e e

Please take anti-static measures when using blue, emerald green, and white digital tubes
9. MEFHRMEMH, HESHNFEAZIHS

Recommended for constant current use, as constant voltage may cause uneven brightness
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WAF Rz

1o HCRSE 9 v 7 i AR 1 A

Digital tubes should be moisture-proof for electronic products;
2. BUSEOUFH R BURES T, A R R A B R B AR SRR A, RS
i it

Digital tubes are electrostatic sensitive devices, and anti-static measures should also be taken
when installing printed circuit boards or storing the entire machine with electrostatic sensitive
devices;
3. IBIREUEIE, ERERDHIRIRSI A RO I MR R, HEBON A EEHESGE
WA EHE S Y s BT A ISR LED.

During transportation or transmission, mechanical vibration and impact should be minimized as
much as possible; When handling, handle with care, do not stack too high, and do not place heavy
items on top to avoid crushing the LED.




